
SAFE
Mitigates health risks for employees and guests
Touch-Free
Minimal staff involvement 

Reduced liability for your business
1 year warranty
Sold and backed by Echelon Fitness in 
the USA with understanding the needs 
of health clubs, retail spaces, corporate, 
and commercial environments.

SIMPLE
Plug & Play
Scans within 1-2 seconds
Scalable for interconnectivity with systems

ACCURATE
Within 5/100th of a degree

TEMP CHECK-IN IS GOOD FOR:
Corporate Offices
Health Clubs

Public Gathering Spaces
Schools
Chiropractors

Hair Salons

SIMPLE, SAFE, AND ACCURATE

OTHER KEY BENEFITS

POWERED BY ECHELON

TM

CLICK ON KIOSK BELOW FOR DEMO

https://youtu.be/QJ5U6-Asaac


TEMP CHECK-IN
SPECIFICATIONS

CPU RK3288, Quad-Core ARM Cortex-A17

POWER REQUIREMENT 110V / 120V

1.8 GHzSPEED

802.11 b/g/nWIFI MODULE

Android 7.1O.S.

8"
800*1280 IPS
G+G
N/A

DISPLAY
SIZE
RESOLUTION
G+G / G+P
TOUCH

2.0 MPCAMERA

E-TEMP-C
E-TEMP-T

COUNTERTOP
FREE-STANDING TOWER

MODEL #

2 GBRAM

8 GBROM (STORAGE)

N/ABATTERY

4.0 vBLUETOOTH

1 year parts and labor (advanced exchange)WARRANTY

2.5W/4RSPEAKER

MetalHOUSING CRAFT

DC 12V; USB OTG; USB HOST; Relay; Wigan output; 
Wigan input; 232 Serial port; Ethernet RJ45, UBOOT

INTERFACE CABLES

+/- 0.5 ºCACCURACY

Face identification, temperature detection, and 
mask recognition.
Can be applied to access door control system.

FUNCTION

1.	 After opening the application on the device, click the middle mouse 
button to pop up the password input box and enter the default 
password: 123456 to enter the settings page.

2.	 Multiple settings may be adjusted such as volume, alarms, facial 
recognition, and temperature parameters.

USAGE NOTES
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